














STREET

CURB

6.5"® OPENING

8"¢ BOLT CIRCLE

12" BASE DIAMETER

NOTES:

1. POST BASE IS FURNASHED WITH (4)
1/2°¢ x 18" HOT DIPPED GALVINIZED
L—TYPE ANCHOR BOLTS WITH 2" MINIMUM
PROJECTION EACH.

2. FOR ADDITIONAL CLARIFICATION, SEE WSDOT
STANDARD PLAN J-1b.

MANUFACTURER: ANTIQUE STREET LAMPS INC

SINGLE LUMINAIRE

CATOLOG # CH12F.25/12—CA/VG—20SPL/
VG—-DWPRT-2BA12/VG-RA25F /
VG—S100/240-Ill—-PEC

DOUBLE LUMINAIRE

CATOLOG # CH14F.25/12—CA/VG—20SPL/
VG—20S12 /VG—DWPRT—2RA25F /
VG—S150/240—Ill- AF /VG—PEC

ACCESS DOOR LOCATION

REQUIRED BOLT PATTERN

2” IRRIGATION CONDUIT

- 17 CONDUIT WASHER

[T [T

[ |HENIAN
LEVELING NUT—//| WASHER

BRICK
K ’ i SAND
) ¢ CONCRETE BASE /- .
] ) = I R
DWG#4—17_5A TIME:11—08—00 2:18 PM CITY OF BLAINE

ORNAMENTAL LIGHTING | pppr OF PUBLIC WORKS

ANCHOR DETAIL SZE | PREV. IVG WL | FUBLIG VORKS DRAVING WAGER

NO.

REVISION DESCRIPTION

Tare_fuoonn A 4-174

PREP'D BY |DATE |APPROVED SCALE NONE SHEET

REV. NO.




1) R.P. DEVICE BY —|

CITY AT SPECIFIED
LOCATIONS.

2) 3/4” WATER TAP
TO MAIN BY CITY
AT SPECIFIED
LOCATIONS.

WATER LINE FOR _
IRRIGATED HANGING
BASKETS WITH
1/2” x 3/4" TEE
AT EACH POLE

SET 1/4" LOW
FOR LID

— |

12" RISER

10" DEEP
CONCRETE
METER BOX

i

i

(@)
(A SECTION ——STREET LedT

DRAIN VALVE\—/
/ EACH BLOCK

@ LOW END.
15" x 26" LONG CONCRETE
WATER METER BOX W/12" RISER

W/ 1/4" GALVANIZED DIAMOND
PLATE LID MARKED "WATER".

STREET LIGHT BASE 1/4” LD
RETROFIT: SAW CUT LINE SET FLUSH
NEW: CONCRETE BLOCK OUT :
24 1/27 |

SQUARE CONCRETE i
BASE EXTENSION 1

REEA\

[

; \
\LIGHT POLE BASE. U\—1O" DEEP
3/4” STREET CONCRETE

\—16" DIA. CONCRETE

STREET LIGHT

‘H o LIGHT CONDUIT JUNCTION BOX
iy, x WITH 1/4” LD
w“‘” N 8 ’
d BN ( B\ SECTION
SECTION STREET LIGHT

JUNCTION BOX AT

EACH STREET LIGHT

1?" x 26" LONG WITH

1/4” GALVANIZED DIAMOND
BRICK PAVERS PLATE LID MARKED "S.L.”
4" x 8" x 2 3/8 3/4” JOINT FILLER
NOMINAL EACH SIDE.
CONFORMING TO
ASTM C936

CITY OF BLAINE %
1 |REPLACED BRICK W/CONCRETE ORNAMENTAL LIGHT DEPT OF PUBLIC WORKS
FOUND. UNDER LIGHT TAMc INS TALLATIO.N SIZE Pltv.;vvsm PUBLIC WORKS DRAVING NUMEER

PREPARED FOR STD. MANUAL SCP

NO. REVISION DESCRIPTION PREP'D BY

DETAIL A 4-17.5 1

SCALE NONE SHEET REV. NO.




BORDERS OF
WHITE PAVERS

BRICK INTERLOCK DETAIL

96" NOMINAL

1

9@ 8 3/4”

—8 3/4" NOM. 8 3/4—~ |-

HHIIHHH

rVRED PAVERS

JITHAHIIHHH

BORDERS OF
WHITE PAVERS

\SAW CUT JOINT

FOR RETROFIT TO

REPEATING T N ] EXISTING ROAD
THEME FOR \S/ES%‘;EL-
WHITE BORDER CONSTRUCTION
@ L 4 JOINT IF NEW
- ROAD SURFACE
SECTION | [ ] N IS INSTALLED
N [ [ [ (TYPICAL).
1/4-' — RAISE OUTSIDE EDGE
& ADJUST CROSS SLOPE TO ﬂ |
PROVIDE DRAINAGE FROM SECTION TYPICAL SAW CUT PAVERS FOR

CHAMFER GROOVE.

/ 1\ DETAIL
\_/

CLOSE FIT TO CURB/GUTTER

PLAN VIEW
INTERLOCK BRICK PAVERS

2 3/8" NOMINAL THICKNESS x 8 3/4" x 4 3/8
CONFORMS TO ASTM C936—82 "SOLID CONCRETE INTERLOCK

PAVING UNITS", OR MOST RECENT SPECIFICATIONS.

of

|

BRICK|PAVER 2 "’l/ 8

-“:\--"".'--" -. o ‘i' 3
OARSE SAND:"2 /5,

/. /. 8" CONCRETE/.,

7/ /3000 PSI @ 28 DAYS, (MIN.)/"/

BEDDING SAND ‘

SIEVE ZPASSING

-il-l|II=||||I||E||||||I=|||IIIIE|||IIIIElIIIIIIEHIIIIIEHIIIIIEHIIIIIEHIIIIIé

A\ SECTION

/ 1\ DETAIL
\_/

S '-..__ SPEREIRIEE G

4 90—-100 - ,6 CONCRETE/ /
8 80—95 RS 5
16 55-85 LLLLLLLLY
50 10—35
B \ SECTION
200 0-5 ‘ m
DWG#4—11_1  TIME:06—24—96 12:52 PM CITY OF BLAINE 1
BRICK PAVER DEPT. OF PUBLIC WORKS
2 |RREVISED ScP [6/24/ 96| CR OSS WALK .DE TAIL SIzE | PREV. DVG NO. | PUBLIC WORKS DRAVING NUMBER
prmmme o e | CPLAN & PROFILE |[AIT[TEAT [




SLOPE BRICKS TO MATCH
CURB/SIDEWALK

!
2" IRRIGATION CONDUIT

POUR 16” SQ. CONCRETE

PAD LEVEL WITH SIDEWALK

|
BRO ‘mux AT TR | {emex EXISTING CONCRETE
= o bk N SIDEWALK
T N
AT " REMOVE EXISTING BRICKS & SAND
: ’ ’
1S

EXISTING 16" DIA. CONCRETE

STREET LIGHT BASE.

\_SECTION

——

BRICK

[PAVERS 16" SQUARE CONCRETE

SECTION

BASE EXTENSION

\ “.-_-‘: ,] 6”

y

7))

__\_

CURB
O

\_ 16" DIA. STREET LIGHT BASE

~
\\\\\\\\\_3/4” STREET

LIGHT CONDUIT

WRS pe/e21/¢

NO.

REVISION DESCRIPTION

PREP'D BY |DATE |APPROVED

ORNAMENTAL LIGHTING
CONCRETE BASE
REPAIR DETAIL

CITY OF BLAINE
DEPT. OF PUBLIC WORKS

SIZE PREV. DVG NO. | PUBLIC WORKS DRAWING NUMBER

A 4—-17_b

SCALE NONE SHEET REV. NO.




& ENCLOSURE

MOLDED FIBERGLASS

NEMA 3-4X-12

Y 12” X 10” X 4 7/8” INSIDE
@ i STAINLESS STEEL PIANO HINGE

\n 2—STAINLESS STEEL LATCHES

F‘ PADLOCK HASP

<P — TERMINAL STRIPS
2—18 TERMINALS STRIPS
f LUG TYPE CONNECTIONS
600 V RATE/50 AMP CAPACITY

12” X 10” STAHLIN J1210 HPL CABINET STAND OFF MOUNTING
WITH 2-TK 1210 TERMINAL STRIPS OR
APPROVED EQUAL.

6”

NOTE: SILICONE ALL ENTRANCE HOLES
AT POLE AND CABINET

(1) — 2” BUSHING

(2 - LOCK NUT

3 — 2” RUNNING THREAD
@ - 2 3/8” 1.D. HOLE
® - 9/16" 1.D. HOLE

. ® — 1/2” THREAD

M @ - 1/2" BOLTS
® — WASHER
@ - 2" X 5” ALUMINUM
*C” CHANNEL
Y
DWG#:4—178 TIME:03-01—96 11:18 AM CITY OF BLAINE

TERMINAL CABINET
INSTALLATION DETAIL QE{;VTM m.O iﬂgg{m"rgﬂ HORAS

PREPARED FOR STD. MANUAL SCP 271796 A 4—17B
NO.| REVISION DESCRIPTION PREP'D BY |DATE [APPROVED ScALE NONE SHEET 3

REV. NO.




JE—— 18” ——
MIN.
NOMINAL WIDTH
- OF SIDEWALK 7|
|t
\—— ATTACHMENT AS J
PER U.S.P.S. 4”
— — REQUIREMENTS
NOT LESS
THAN PLANTER
STRIP WIDTH
3’
* GENERAL NOTES:
1. SEE DEVELOPMENT GUIDELINE
. 4G.070 FOR ADDITIONAL
MIN-l 5 |___OF SIDEWALK  _
POSTAL — = '<«—— CUSTOMER
ENTRY * ENTRY
3’
5
1
DWG#:4—18 TIME:03-01—96 11:29 AM CITY OF BLAINE
MAIL, BOX
CLUSTER DEPT._OF PUBLIC_WORKS
W] eevisn sescmprin | e 37 Toae areraves STYLE 4 |m 41




17 1/4”
|—16" |17 1/4 SPECIFICATIONS
- 1. STANDARD VOLTAGE IS 120/240V; 100 AMP
EE [P=7 UTLTYs 2. CALTRANS TYPE 3B SERVICE OR
oes U.L. APPROVED EQUAL.
100 AMP—T— ] ) 3. TYPE 3R RAINPROOF ENCLOSURE
BREAKER 12 CIRCUIT i —6 3/4 4. 12 GAUGE ZINC COATED STEEL CONSTRUCTION.
copper | 39,374 ——LINE 5. INTERIORS WILL ACCEPT PLUG-IN BREAKERS
ACCESS (BRYANT, G.E., WESTINGHOUSE, ITE,
INTERIOR COVER
CROUSE—HINDS)
4+— LN 6. STANDARD FINISH: LIGHT GREEN BAKED
\ CONDUIT ENAMEL OVER CORROSION RESISTANT ZINC
- AREA CHROMATE PRIMER. EXCEEDS 250 HOURS
SALT SPRAY ASTM B-117
\-""NGED DEADFRONT ~— LOAD CONDUIT AREA - = ner) oliABIE PADMOUNT SUB—BASE
— — 8. COPPER BUSSED INTERIOR HAS PROVISIONS
UNICORNM%%ﬁIFB—MCJIﬂgg (LIJ\I%’T OSRH OWN) FOR TWELVE FULL ONE—INCH POLES.
9. SUITABLE FOR USE WITHOUT A MAIN WHEN
NO MORE THAN SIX SERVICE DISCONNECTS
OR APPROVED EQUAL ARE INSTALLED AND USED IN ACCORDANCE
WITH ARTICLE 384 OF THE NEC.
THE UNIT SHALL CONTAIN THE FOLLOWING 10. SEAL SERVICE TO CONCRETE FOUNDATION
ADDITIONAL EQUIPMENT: Wi S OOHE
TWO MERCURY RELAYS (DPST)
ONE 3 POSITION TEST SWITCH
ONE PHOTOCELL
1 PADMOUNT BASE BEFORE INSTALLATION
ON OR IN CONCRETE FOUNDATION
‘ CONDUITS NO
MORE THAN
2’ 3" HIGH
‘ |
8 ‘ FINISHED 4” 6’
GROUND === N 8
AdNBE | LI &2 s 6,1
- -~ -~
LANDING ‘ EQUIP. N T il
LUGS = GROUND S~ AN ST e T
\\\3 \\\ //// ///
WIRING DIAGRAM SET OR DRILL ANCHOR \N\://
BOLTS 4” MIN. DEPTH (TYP) “\T/INZ-7
. TO ACCEPT SERVICE BASE N
36” MINIMUM

CLEARANCE REQ’D
PER NEC 110-16,

CONCRETE BASE

PREPARED FOR STD. MANUAL SCP B/1/%

NO.

REVISION DESCRIPTION PREP'D BY |DATE |APPROVED

SERVICE DISCONNECT
FOR STREET LIGHTS
TRAFFIC SIGNALS

TYPICAL FRONT 1S(IZ’[’)’E Rgl(_:EOAMRhAE'é[EED 1
AND BACK \ FOUNDATION
17 1/4” AN
" 12 1/4
® ® -—
LINE LOAD
CONDUIT 'E |
AREA 8 14 1/4” 6"
_I_ 8:: [ l
2:: ® I\ ® -
______ e
6 3/8” RECOMMENDED
GROUND ROD
LOCATION
FLOOR PLAN
DWG#4—19 TIME:03—01—96 11:34 AM CITY OF BLAINE

DEPT. OF PUBLIC WORKS

SIZE | PREV. DVG NO. | PUBLIC WORKS DRAVING NUMBER
A 4-19

SCALE NONE oF

SHEET




| 1’_6” 2’_4” |—|
—
4 q' \
v —
\ - << L
(&)
v Ve =2
o a0 E
120 — z
PR &
v v 1 LI P4 5
« > ©13 - ALL CONDUIT TO
o S CLEAR TOWER CENTER
7 u BRACE OF CABINET
o \ n
- Nk <
~ v om
© o
V < . \ u 3
- : = x
v vV < 8 L
[ E = <
. Z W
o v oz ;
,- N b OE
SERAK 2° ~
VT z SHIM TO PLUM
V‘ RS 5 SEE NOTE 5
<R —f
PR ' #4 HOOPS
7w H
> T 5 11 #4 BAR
— 4 L
= | \ A g
. /\d PRI \ "o"\\/\\.
\3_8% PLASTIC DRAIN TUBE

NOTES:

1. PAD AND PEDESTAL MOUNTS SHALL BE ?Eéwgﬁgp'gsg‘(gc% ?ﬁETugTE #3
CLASS B CONCRETE UNLESS NOTED CONTROLLER AND SERVICE ON ONE
OTHERWISE ON PLANS .

2. WHERE PAD OF PEDESTAL MOUNTS ARE PAD WITH 16" SPACE BETWEEN.
LOCATED IN A SIDEWALK, CONSTRUCT
MOUNT TOP FLUSH WITH SIDEWALK GRADE,

OMITTING CHAMFER WHERE TOP AND SEE DRAWING NO 4—19 FOR

SIDEWALK ABUT. ELECTRICAL SERVICE DESCCONNECT
3. PAD MOUNT DESIGN IS TYPICAL: CONTRACTOR SPECIFICATIONS.

SHALL UTILIZE CABINET ON BASE WITH

RESPECT TO CONDUIT PLACEMENT. CONTRATOR

SHALL SUBMIT FOR APPROVAL A PROPOSED

DESIGN WITH PLAN, ELEVATION AND ANY

RELEVANT SECTION VIEW.

4. CABINET SHALL BE ATTACHED WITH
AASHTO M 164 CHEMICALLY BONDED ANCHOR
TO EXISTING PAD MOUNTS. ANCHOR
INSTALLATIONS SHALL BE PER MANUFACTURER’S
RECOMMENDATIONS IN DRY CONDITIONS.

5. PLACE A SILICONE SEAL BETWEEN THE CABINET
FOUNDATION AND THE CABINET FOR THE PAD
MOUNT DESIGN.

6. CABINET AND SERVICE TO BE CENTERED ON
BASE.

DWG#4—19B TIME:03-01-96 11:38 AM CITY OF BLAINE !
SIGNAL CABINET | pppT. OF PUBLIC WORKS
ELECTRICAL ST | PREV. TG N0 | FUBLEE VRS DRAVING N
PREPARED FOR STD. MANUAL scP /1796 SERVICE FOUNDATION |4 4—19B
NO. REVISION DESCRIPTION PREP'D BY | DATE |APPROVED ScALE NONE SHEET oF REV. NO.




———— ASPHALT

+ + + ”
N 12” MIN.

STRUCTURAL SECTION

UNDISTURBED
SOIL

|
|
|
10//I
| ©
|
|
|

8” Diameter Round Monument

8” Square Monument

GENERAL NOTES:

1. THIS MOUNUMENT TO BE USED PRIMARILY ON BITUMINOUS OR
ASPHALT CONCRETE PAVEMENT FOR USE PRIMARILY IN
SUBDIVISIONS AND MINOR ARTERIALS.

2. CONCRETE BASE DIMENSIONS SHOWN ARE MINIMUM.
CONCRETE BASE NEED NOT BE FORMED.

3. CAP SHALL BE “BERNTSEN RB SERIES” OR BRASS
PLUG MARKER.

4. CONCRETE TO BE PLACED ON A FIRM
AND UNYIELDING FOUNDATION.
5. MONUMENT POSITION SHALL BE SET BY A PROFESSIONAL LAND

SURVEYOR LICENSED BY THE STATE OF WASHINGTON WHOSE
CERTIFICATE NUMBER SHALL BE STAMPED ON CAP.

6. SUFFICIENT FERROUS METAL SHALL BE PLACED IN CONCRETE
TO ALLOW DETECTION BY A METAL DETECTOR.

DWG#:4—20 TIME:09-27—-05 4:30 PM
CITY OF BLAINE S|
CAST IN PLACE
B |Increased base dimension wrs 9/27/0! M 0 _N U _M E _N T Q;E’ ‘PP;VT.ZWG mo ﬂmﬂgﬁi WORKS
Prepared for Std. Manual SCP 102/29/9 a None 4—20




~—— 7-3/4” DIA. MIN. —

2 BRONZE PLUG MARKER
1/8” —

[12 K CYLINDRICAL CEMENT

-------- T — /CONCRETE CASTING

t {J ---.-
9-3/4"
o= 8” DIA. MIN. ——= |37
3-1/4”
10—1/4” DIA. MIN.
GENERAL NOTES:
MINIMUM ULTIMATE COMPRESSIVE
STRENGTH OF CONCRETE CASTING
AT 28 DAYS — 30004#.
MAXIMUM AGGRETE SIZE TO BE 1”.
DWG#4—23 TIME:02—29-96 2:15 PM CITY OF BLAINE
PERCAST
CONCRETE QE{;VTM .nO ‘f'm‘Pvgg-v{’nI?m WORKS
NO. PRE::':/EII;I::RD:::I;I::':::L PRsEt::D BY 1;::‘":‘ APPROVED MONUMENT Scéim SHEET 4:'23 REV. NO.




RADIUS
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DWG#:4—24 TIME:02-29-96 2:18 PM CITY OF BLAINE
F AggéﬂE DEPT. OF PUBLIC WORKS
NO. PRE:Z':/EZIZI::RD:::I;I:::;:L PRSEII:’P'D BY E;::":s APPROVED PULLO UT ScaLE NONE | SHEET 4:'24 REV. NO.




W\

< A\
ReY
4:1 BATTER RGP
Wk O
AN WG
NS LG

R
A 4

GEOTEXTILE FABRIC PER
SPECIFICATION IF REQUIRED
BY CITY ENGINEER.

VARIABLE
8’ MAX

8”7 MIN. OF 1 1/2”
WASHED ROCK

'

|
ORIGINAL Co L
GROUND K Y| 1/2 BASE COURSE DIAMETER OR
= ,\\{4\\{/\_\\/;/\\\/ A 127 WHICHEVER IS GREATER.
— R AR
Eapry DRBED SANNNNNE NG

AS DIRECTED BY CITY ENGINEER
PERF. DRAIN WITH 4” MIN. OF
ROCK UNDER PIPE

GENERAL NOTES:

1. Rockeries higher than 5’ shall be constructed of rocks of
graduated sizes from 5—man to 2—man from bottom to top.
Rockeries of 5’ or lower shall be constructed of 3—man to
2—man from bottom to top. Rock size catagories shall
include:

Two—man rocks (300 to 600 pounds), 13 inches in least
dimension;

Three—man rocks (800 to 1200 pounds), 16 inches in least
dimension;

Four—man rocks (1500 to 2200 pounds), 18 inches in least
dimension;

Five—man rocks (2400 to 3400 pounds), 24 inches in least
dimension.

2. The rockery shall be installed with a smooth face.

3. The long dimension of the rocks shall extend into the earth
to provide maximum stability.

4. The rock shall be placed so as to lock into two rocks in
the lower tier.

5. Call for inspection prior to base course being placed (for
verification of rockery height, foundation material and rock
size).

6. Design varying from those indicated shall carry the seal
of a civil engineer experienced in soil mechanics.

DWGH# 4-26 TIME: 02-26-96 11:16 AM CITY OF BLAINE
S TAND}A%ggKPLANS DEPT. OF PUBLIC WORKS
NO. PRE:ZT/EII;I::RDES.SI-:IRI:::::L PRSEC:D BY E]/]:/Ess APPROVED RETAINING WALL ﬁim | SHEET 4:'26 REV. NO.




20’

58"
WALL TO WALL

ONE WAY AISLE
ALL STALLS @ 60°

18"
AISLE WIDTH

INTERLOCK TO INTERLOCK

60°

8.5’

54’

58"
WALL TO WALL

WALL TO WALL
47

INTERLOCK TO INTERLOCK
43'

15'
AISLE WIDTH

DIAGONAL PARKING

ACCE!
SSABLE L 24! L -
/\ TWO WAY AISLE
ALL STALL WIDTHS @ 90° O 8.5
64’
/
PARKING STALL <
CLEAR AISLE CLEAR AISLE ry
FULL SIZE FULL SIZE \90-
PARKING STALL PARKING STALL N
8.5’
64’
1 19
L : L \
21 A Yor
COMPACT COMPACT ]
PARKING STALL PARKING STALL g
53'

16"

I

PERPENDICULAR PARKING

DWG# 4—27_1

TIME: 02—21-97 3:47 PM

1 |REF. ORD. # 17.58

SCP

NO. REVISION DESCRIPTION PREP’D BY | DATE | APPROVED

DIAGONAL & PERPENDICULAR
PARKING STANDARDS
ORD. # 17.58

DEPT. OF PUBLIC WORKS

CITY OF BLAINE

A

PREV.

DWG NO. | PUBLIC WORKS DRAWNG NUMBER

4-27.1

SCALE 1°=10"

SHEET oF




Note: All curb crotch radii (i.e., the concave curb radius arrowed as "R—15"" on the attached drawing) must have a minimum radius of 20°.

1

SIDEWALK

ALLEY OR DRIVEWAY

)~
I

S

g~
<
i
& 4
18’ = <
85
s o
| 3
I
~ 2
E =
w
L a
g4l ”
22 28
E
wE
x
<
Iﬂ.
13" 20" 20"
—
.
gE
xZ
18'D._I
52
< wn
L
|8 &
)
|
ALLEY OR DRIVEWAY
S

3
COMPACT PARKING

|| Eno sTALL (TvP)

‘—
O~
2~
££
3]

18
53
2h
o
Eﬂ
z
O w

A

| | | || | 20" MIN.

CITY OF BLAINE

DWG# 4-27_2  TIME:02-21-97 3:30 PM CURB PARKING
ADDED NOTE e v/z/07 ANGLE & PARALLEL Q:EiTm uu.O fmcﬂzgﬂucm WO ek
:IO. = ::\:‘SI‘:»:E::MIP“ON PRZ'PD BY | DATE | APPROVED ORD‘ % 1 7 58 s(f.l.E 1"=20" SHEET 4_57. 2 REV. NO.




PAVEMENT MARKING DETAILS

GORE STRIPE

EDGE STRIPE

CHANNELIZING STRIPE

LANE STRIPE

TWO-WAY LEFT TURN

TYPE 1 WHITE TYPE 2a J
o % Om O O O ﬂ; O 0,
D d oo moo o O 0 O
i 41414 4 | _f

16’ 16’

4” WIDE WHITE PLASTIC STRIPE

TYPE 1 WHITE
o1,o1,o/_ - O 0 O
| |

17’

TYPE 1 WHITE OR YELLOW

TYPE 2d OR 2e
O O O

TYPE 2d
O O O

mloi !m 3
S S 20

32’

STRIPE L] 8T _f
16’ 16’
TYPE 1 YELLOW TYPE 2d ‘
@ OOI:I:IOOOI:I:IOOO_12..
DOUBLE YELLOW CENTER m O O m O O O O O O
STRIPE £ 4 4 4 1
|4 14 }
16’ 16’
LANE MARKERS
O TYPE_1_LANE MARKERS,
WHITE OR YELLOW
I TYPE 2a REFLECTIVE LANE
MARKER, WHITE AND RED
O TYPE 2d REFLECTIVE LANE
MARKER, YELLOW AND YELLOW
M TYPE 2e REFLECTIVE LANE
MARKER, WHITE—ONE SIDE ONLY
DWGH:4—27 TIME:02-29-96 2:20 PM CITY OF BLAINE
DEPT. OF PUBLIC WORKS
STRIPING STE | PRV, 3VG 0 | PIBLIC VIRKS BRAvENG MaGER
PREPARED FOR STD. MANUAL scP le/29/9¢) DETAIL A 4-27
N[ REVISION DescripTION | PrReP'D BY [paTE [APPROVED SCALE NONE SeET o rev.




CURB WITH 6" REVEAL

EXISTING CURB/ROAD EDGE

LANDSCAPING — NON IRRIGATED VARIETY.
A |B |C |D |E
BRICK PAVERS OR SIMULATED CONCRETE 24 110 |10 | 4 |10
PAVERS COMBINATION. 26 110 |12 | 6 | 12 |+ INCLUDES 4 BIKE
CONCRETE OR WOOD BOLLARDS. 28 110 114 18 | 14 LARE DESIGNATED
(ALUMINIUM 3/4” WIRE CABLE 52 110 |16 |12 |16
OR ROPE OPTIONAL). 36 114 11816 |12
40 [16*[18 |8 |14
D
4
y K
W REFLESIOR g THREE EACH YELLOW 2, 1/4"x 3" EXPANSION
CABLE (SEE DETAIL) Q REFLECTORS, IN LINE, ANCHOR WITH GALVANIZED
o SET WITH EXPANSION CLAMP BAR 1/8” THICK
OPTIONAL < ANCHORS. x1"x 4"
LANDSCAPE — <
AREA N ”
m 8¢
Z r
B —_—
g / % 6”
' : -+ \
£ a ” \
S— — 1 > 12
\ISLAND ”
C WITH 12
CABLE 1
6”
{ N-REFLECTOR _r
— BHR DETAIL \ DETAIL
A FRONT CURB CABLE TO BOLLARD
BOLLARD  LEVEL CONNECTION
* OPTIONAL USE: MID—BLOCK
CROSSWALK |S|_AND DWG#: 4-32 TIME: 07—-16—96 7:15 AM SPEED CITY OF BLAINE
CONTROL DR DE THBLIL BORKS
:I:I. DRA::VI::IIJANU:JECS‘::LIPTIDN PRES:: BY :A/'I? E5 APPROVED ISLAND SCALE NONE' SHEET 4 ;’32 R:\?. NO






